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Prepare your ases ccurately and afely by

ixing and njecting e actly what you need




The operator will master within minutes the
friendly using software. Its logical design
allows an easy preparation of the job, from
a single injection up to a full automated
sequence

Purge 00:00:30 Poirt n° (il Ch
Time left [ENUTEE] Total flow fml/mn); 100,00
Ch

The built in Audit Trail function ensures a total
traceability of the operations carried out.

Regular automatic sequences may be saved and
recalled at any time.

An easy on the screen access to an online Help

will assist the user at any time.

tant

e 0000:30 1 ppm 5 ppm 7 ppm

e 00:00:10 5,00 mismn 10,00 mi/mn 14,00 ml!mn
priarité 2 priarité 1 priorité 3

k. THT co 502

30 |05 ppm 1 ppm 10 ppm

2,50 ml/mn 2,00 mi/mn 20,00 ml/mn

pricrité 2 priarité 1 priciite 3

THT co 502

Purge time 00:00:30 | 0.4 ppm 10 ppm 7 ppm
Analy. ime 0010 | 2,00 mlfrn 20,00 mifmn 14,00 mlfrn
1 injection prioité 2 piciité 1 priciité 3
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Linearity, Accuracy and Repeatability will
guarantee the success of your analyses and
help you build confidence!

Ideal for:
+ Gas chromatography (Added standard method

~ y=0,995x-0,1237

and internal calibration S R?=0,9992
Gas analysers of refinery RGA g 10
Analysis of sulphur traces S

Soft drinks industry & breweries quality control
Gas spectroscopy 60 - : ; : : : \
On-line gas analyzer calibration _. i e = i il . =
Specialty gases & electronic industries

Concentration SO, programmée, ppm

EREEEE

Technical speci fications:

Dimensions : L x I x h (cm) : 42 x 25 x 33 USB Communication — Designed for Windows™ XP
Weight : 14 kg — 30 pounds Power supply : 220 VAC /2 A/ 50-60 Hz (110V available)
Connection: Swagelok 1/8” All specifications subject to change due to further
Accuracy: less than 2% of the flow all over the scale development & research

Dilution: from 0,5 to 100% of the initial concentration Enter Pressure : gas 3 bar — GPL 1bar

Max Exit pressure: 2 mmHa to 800 m Ha absolute
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